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Your Local Installer 

Key Decision Area 3 
 

Operational Requirements for your gates 
 

How you want to be able to use your gates is an 
important aspect of the decision of which Automatic 
Swing Gate Opening System will suit you best. 
Key components of control for effective operation  
includes:- 
 
·  Remote Control  
Each TAU 650P290BENC Series Automatic Gate 
Opening System is supplied with 2 TAU Remote  
Controls which can be programmed into the main  
system.  
Additional units can be ordered and programmed as 
required. 
 
·  Keypad entry 
For those who require visitor entry, an optional weather 
durable TAU Radio Keypad, located outside of the gate 
is available and can be positioned at a suitable height 
at the entrance way. The TAU Radio Keypad has a 
range of 10-20 metres and offers up to 10 individual 
user codes.  
 
·  Photocells  
It is recommended that each TAU 650P290BENC  
Series   Automatic Gate Opening System is installed 
with a set of safety Photocells that recognise an  
obstacle is across the gateway, preventing the gates 
closing until the obstacle is removed. 
 
·  Safety features  
The TAU 750MEC2000 Controller used with the TAU 
650P290BENC 12Vdc Motors has an electronically  
controlled, anti-crush safety clutch.  
 
·  Automatic realignment 
The TAU 750MEC2000 Series Controllers include an 
Automatic Realignment feature, that ensures the first 
operation (Radio Remote or other opening/closing  
signal device) upon the power being restored, will  
realign the gates to the last state before the power was 
disconnected. 
 
·  Minimal noise production 
The TAU 650P290BENC Series 12Vdc motors are 
fitted with an Encoder — a special detection system 
which moves the gate rapidly, then slows it down  
towards the end of its travel, in order to prevent noisy  
impacts and rebounds. (This feature is used with the 
TAU 750MEC2000 Controller only) 

Accessories 

Radio Receivers 
Plug-in Radio Receivers 

1 & 2 channel  
 
 

Universal Radio Receivers  
Single channel options  

interface to existing  
Garage Door Openers 

Photocells  
900FOTE 

Range 15 metres 

750MEC2000  
For 1 or 2, 12Vdc  

Swing Gate Openers 

Control Devices 

Keypads 
300TSP-ET 

Radio Keypad  
10 User Code  

  SLIM          BUG4  

Remotes 
SLIM & BUG4  

 2 & 4 channel Remotes 


